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		  SPECIAL CONFIGURATION
		  CHECK BASE MODEL AND OPTIONS

      DRAIN HANDLE SUPPORT BRACKET
      FLAT STRAINER
      REBUILD REPAIR KIT
      OVERFLOW REPLAIR KIT
      LEVER HANDLE ASSEMBLY KIT
      TWIST HANDLE ASSEMBLY KIT
      WASTE OUTLET HANDLE SUPPORT
      HANDLE LENGTH   _____________

OPTIONS OR MODIFICATIONS:
      OVERLFOW KIT
      OVERFLOW HEAD 
      OVERFLOW ELBOW
      ELBOW
      OVERFLOW LOCKNUT & 		
      WASHER
      REPLACEMENT CAP FOR 		
      OVERFLOW OUTLET
      COUPLING

	SERVING YOU SINCE 1926
KASON FOOD SERVICE   31-A AMLAJACK BLVD.  NEWNAN, GA  30265

1-800-935-2766  WWW.KASONIND.COM

		  SPECIAL CONFIGURATION
		  CHECK BASE MODEL AND OPTIONS

JOB NAME:

QUANTITY: SPECIFIER NO:

APPLICATION:

© 2012 Kason Industries, Inc., All Rights Reserved  	  						      SPEC SHEET   REV1         01.2012

APPROVALS:

DATE:

PRODUCT NAME:   CONVERTIBLE LEVER-WASTE W/ OPTIONAL OUTLET

FEATURES:

*FAST DRAINAGE.

*POSITIVE SEAL.

*SNAP-IN STRAINER.

*FOR GENERAL USE.

MATERIALS:

*BRIGHT NICKEL PLATED DIE-CAST ZINC BODY.

*STAINLESS STEEL FACE FLANGE, STRAINER, AND HANDLE.

*NEOPRENE HEAD GASKET.

CONNECTIONS:
*2"- 11.5 NPT MALE (EXTERNAL)
*1-1/2"- 11.5 FEMALE (INTERNAL)

DRAIN RATE:
*12 GPM
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ROUGH-IN: Ø 3-1/2" HOLE

MODEL:
      458-1200	 TWIST HANDLE WASTE OUTLET- ZINC
      458-1500	 W/ OVERFLOW HEAD & ELBOW


